


STRONG BOX ENCLOSURE

REDUCED PRESSURE BACKFLOW
FEBCO MODEL 825YA
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PREVENTER:
SIZED AS SHOWN ON DRAWING

| f—— TYPE K HARD COPPER
LL——— PVC SLEEMVE

- / — FINISH GRADE
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STOP & WASTE VALVE

QUICK COUPLER (SEE QUICK
COUPLING VALVE
ASSEMBLY DETAIL)

oo
4 | RO“——> TYPE K HARD COPPER I% &
\—TYPE K SOFT COPPER \
PVC MAINLINE TO QUICK COUPLER
SCH 40 PVC MALE ADAPTER
COPPER FEMALE ADAPTER

TYPE K COPPER FROM CURB STOP

NOTES:
INSTALL BACKFLOW DEVICE IN ACCORDANCE WITH ALL STATE AND LOCAL CODE REQUIREMENTS.
MAKE PIPE SLEEVES WITH

1.
2. SLOPE TOP SURFACE OF PAD AT 0.5 % WITH BROOM FINISH.
1-1/2 INCH LARGER DIAMETER PIPE THAN PENETRATING PIPE SIZE.

3. ALL HINGED CONNECTION LOCATIONS AND HARDWARE TO BE TAMPER PROOF.

4. ALL WELD JOINTS SHALL BE CONTINUOUS AND GROUND SMOOTH.

prawine Tiie: REDUCED PRESSURE ASSEMBLY

The Town of

ERIL

COLORADO

WITH STOP & WASTE VALVE

prAwWING NUMBER: P 1
DRAWNBY: D. JENKINS APPROVEDBY:G. BEHLEN DATE: 1/2014
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MUKV AT | FINISH GRADE/TOP OF MULCH

POP—-UP ROTOR SPRINKLER
WITH STAINLESS STEEL RISER,
AUTOMATIC CHECK VALVE AND
PRESSURE REGULATING STEM

PVC SCH 80 NIPPLE
(LENGTH AS REQUIRED)
PVC SCH 40 ELL

PVC SCH 40 STREET ELL

8 PVC LATERAL PIPE

1 PVC SCH 40 TEE OR ELL

PVC SCH 80 NIPPLE
(LENGTH AS REQUIRED)

PRESSURE REGULATING STEM

The Town of

ERIE

COLORADO

DRAWING TITLE: POP_UP ROTOR
SPRINKLER ASSEMBLY

DRAWING NUMBER: P1 1

DRAWN BY: J, ASCUNCE ArPrRoVEDBY:R, CRABB SE¥E: 09/2018




NOTES:

RAIN BIRD 1812—-SAM—-PRS

L

-

SPRAY WITH MPR NOZZLE,
PER PLAN

FINISH GRADE

DO NOT USE

1/2—INCH MALE NPT X
.490” BARB ELBOW

1/2—INCH DIA. SWING PIPE,
12—INCH LENGTH

— 1/2—INCH MALE NPT X
.490" BARB ELBOW

)

r CL 200 PVC LATERAL

1. PRS MAY NOT OPERATE PROPERLY IF NON—RAIN BIRD NOZZLES
ARE SUBSTITUTED.

The Town of

DRAWING TITLE: 12_INCH POP_UP SPRAY
SPRINKLER ASSEMBLY

DRAWING NUMBER: P 12

DrRAWN BY: D, JENKINS ApProveDBY:G, HEGNER BATE: 01/2013










11°

11° AND 22°

THRUST BLOCK SURFACE AREA AGAINST UNDISTURBED SOIL (SF)

PIPE BENDS TEE OR
SIZE DEAD
11° 22-1/2° 45° 90° END
3" 0.3 0.3 0.6 1.1 0.8
4” 0.5 0.5 1.1 1.9 1.4
6" 1.1 1.1 2.2 4.0 2.8
8" 1.8 1.8 3.6 6.5 4.7
*BASED ON 2,000 PSF BEARING CAPACITY
NOTES:

1.

USE NO. 4 REBAR WITH MASTIC COATING WHERE PIPE MUST BE ANCHORED
TO THRUST BLOCK.

2. INSTALL THRUST BLOCK SO THE HORIZONTAL AND VERTICAL DIMENSIONS
OF THE THRUST BLOCK ARE APPROXIMATELY EQUAL.
3. PLASTIC COVERING NOT SHOWN FOR CLARITY OF DETAIL.
The Town of orawne Tiree: TYP|CAL THRUST BLOCK
E RI E DRAWING NUMBER: P15
COLORADO bRAWNBY: D, JENKINS ArProveDBY:G, HEGNER DATE: 1 /2014




TO SPECIFICATIONS)
1/4—INCH DISTRIBUTION TUBING
/ ﬁ MULCH BED

DIFFUSER BUG CAP: RAIN
BIRD MODEL DBC-025

1/4—INCH TUBING STAKE
RAIN BIRD TS—-025

DRIP EMITTER (REFER

FINSHED GRADE

AN

N

X

POLY DRIP LATERAL PIPE

The Town of

ERIE ~

COLORADO

DRAWING TITLE: SINGLE OUTLET DRIP

EMITTER ASSEMBLY

:G. BEHLEN DATE: 01 /2015




/\f————/@zm»r——/\’—-\’—— —~— TREE WELL MATERIAL
N FINISH GRADE

10 INCH VALVE BOX

MULITPLE OUTLET EMITTER:
RAIN BIRD XBT-10-6

1/2-INCH MALE NPT x .490 INCH BARB
ELBOW: RAIN BIRD MODEL SBE-050

1/4—INCH DISTRIBUTION TUBING TO TREE
(STAKE TUBING AND ADD BUG CAP, PER
SHRUB EMITTER DETAIL)

SCREW CLAMPS (1 OF 2)

SWING PIPE, 12—INCH LENGTH:
RAIN BIRD MODEL SP-100

<—POLYETHYLENE (80 PSI RATED) PIPE

Q

PVC SCH. 40 TEE OR EL

NOTE:
1. IF PVC PIPE IS UTILIZED, SOLVENT WELD TEE OR ELBOW SHALL BE USED.

The Town of orawine Tiree: MULTIPLE OUTLET EMITTER TO TREES

DRAWING NUMBER: P1 7

DRAWN BY: J. ASCUNCE APPROVED BY:R, CRABB DATE: 09/201 8




CONTROLLER: RAIN BIRD WITH IQ—NCC
PEDESTAL MOUNT: LXMMPED

120 VOLT, 15 AMP [

—= MINIMUM 8 FEET |~=—o ——— 24" X 18" X 18" CONCRETE FOOTING FOR PED—
ESTAL ASSEMBLY, ROUTE 120V AC ELECTRICAL
POWER, COMMON AND CONTROL WIRES THROUGH
CONDUIT AS SHOWN

‘7 FINISH GRADE

———=—— CONTROL WIRES TO ELECTRICAL VALVES

#6 BARE COPPER GROUNDING WIRE TO
BRONZE CLAMP

COPPER CLAD GROUNDING ROD (5/8" X 8')

A

1) ALL ELECTRICAL WORK MUST CONFORM TO
LOCAL CODES. REFER TO PRODUCT LITERATURE FOR
ADDITIONAL INSTALLATION REQUIREMENTS.



—~—=8'—0" TREADWAY STANDARD———

| 2% (HILLSIDE)
CROWN 2% (FLAT)

"'—lml_lul m;m;m;m;m;m;m:— .
-~
Al

COMPACTED 6” — 8” OF 3/8" — CRUSHER FINES; COMPACT WET
FOR BEST RESULTS. SLOPE PER CONDITION OF THE SITE

EOTEXTILE FABRIC
OMPACTED SUBGRADE
SHARP EDGE CUT, MAY NEED STABILIZING ON SLOPES

REVEGETATE NATIVE EDGES AS DIRECTED

NOTES:

1. THE EXCAVATED AREA TO BE COMPACTED USING A DOUBLE—-DRUM VIBRATORY ROLLER.
2. TREAD SURFACE ("CRUSHERFINE” OR "GRANITE SANDS"”) TO BE RAKED BY HAND OR
MACHINE TO PROVIDE ADEQUATE OUTSLOPING (2%).

3. WHILE WET, THE SURFACE IS COMPACTED DOWN TO THE FINAL GRADE WITH THE
VIBRATORY ROLLER.

4. TRENCH SHOULD BE COMPACTED TO 8" DEPTH. COMPACTED SUBGRADE IS TO BE COVERED
WITH GEOTEXTILE FABRIC PRIOR TO INSTALLATION OF GRANITE SANDS.

5. FOR AREAS WITH A CROSS SLOPE, A DRAINAGE SWALE IS INSTALLED ON THE UPHILL
SIDE OF THE TRAIL.

6. TRAIL ALIGNMENT SHOULD WORK WITH THE NATURAL TOPOGRAPHY.

7. CONSIDER PROVIDING OCCASIONAL VIEWING AND SEATING AREAS ALLONG THE PATH TO
ACCOMODATE PASSIVE RECREATION AREAS.

8. TRAIL COLOR TO BE APPROVED BY THE PARKS & RECREATION DIRECTOR OR DESIGNEE.

The Town of orawne TiTie: SOFT TRAIL DETAIL

DRAWING NUMBER: P19

prRAawNBY: D, JENKINS APPrRovEDBY:G, HEGNER DATE: 1 /2013




OPTIMUM PLANTING PERIODS ARE
FROM MARCH 15 TO JUNE 15 AND
FROM SEPTEMBER 1 TO OCTOBER 15

ROOT FLARE DECIDUOUS
’/r—HNAL GRADE
——— - /
+

AN /\\ + o+ o+ ‘ J \
/ 6}3&:’0‘0“; /
% NN X EVERGREEN
\ B B2 N\
KSR N POSITION OF STAKES SHALL BE
/ P / g / ORIENTED WITH REGARDS TO
/o //\ //\ //\ PREVAILING WINDS. ORIENT STAKES

TO NORTH AS SHOWN.

PLANT TREE SO THAT ROOT FLARE
IS 2" ABOVE FINAL GRADE. \
DECIDUOUS

PLASTIC T—POST CAP

EVERGREEN

SET PLUMB IN THE CENTER OF
PLANTING PIT AND FACE FOR BEST
EFFECT.

GREEN WOVEN POLYPROPYLENE

STRAP; 900 LB BREAK STRENGTH
(DEEPROOT ARBORTIE7 OR
ﬁAPPROVED EQUIVALENT)

~_——SHAVE ENTIRE OUTER AND BOTTOM
~/— 1" OF ROOT BALL SYSTEM OF

& CONTAINER BOUND ROOTS

BACKFILL MIXTURE SHALL CONSIST
OF 2 PARTS NATIVE SOIL AND 1
PART ORGANIC SOIL AMENDMENT.

REMOVE ALL TWINE, ROPE, BURLAP
AND WIRE FROM ENTIRE ROOT BALL
AND TRUNK.

3” DEEP MULCH RING PLACED A MIN
OF 4 FT IN DIAMETER. DO NOT
PLACE MULCH IN CONTACT WITH
TREE TRUNK.

BACKFILL THE HOLE 1/3 FULL TO
STABILIZE THE LOWER PART OF THE
ROOT BALL TO PREVENT FROM
SHIFTING. FILL THE REMAINDER OF
THE HOLE BY ADDING THE SOIL A
FEW INCHES AT A TIME AND SETTLE
WITH WATER.

1:1 SLOPE ON SIDES OF PLANTING
HOLE.

PLACE ROOT BALL ON UNDISTURBED
SOIL TO PREVENT SETTLEMENT.

2 TIIMES ROOT BALL DIAMETER

STAKING NOTES:

DECIDUOUS TREES SHALL BE STAKED USING TWO(2) SIX(6) FOOT STEEL T—POSTS DRIVEN PERPENDICULAR
TO THE TREE AT 180 DEGREES.

EVERGREEN TREES SHALL BE STAKED USING THREE(3) TWO(2) FOOT STAKES DRIVEN AT 120 DEGREES.
ALL STAKES SHALL BE DRIVEN OUTSIDE OF ROOTBALL AND IN UNDISTURBED SOIL.

The Town of orawine Trie: TREE PLANTING DETAIL
E R I E prAwING NUMBER: P2 QA
COLORADO prawN BY: D, JENKINS APProveDBY:G, HEGNER DATE: 1 /2014




OPTIMUM PLANTING PERIODS ARE
FROM MARCH 15 TO JUNE 15 AND
FROM SEPTEMBER 1 TO OCTOBER 15

DECIDUOUS

TREE WRAP TO BE INSTALLED ONLY
FROM NOVEMBER 1 — APRIL 1

DECIDUOUS

TO NORTH AS SHOWN.

N

~

(DECIDUOUS ONLY), SECURE WITH
VINYL ELECTRICAL TAPE AT 24"
INTERVALS

BN

EVERGREEN

Q1A

POSITION OF STAKES SHALL BE
ORIENTED WITH REGARDS TO
PREVAILING WINDS. ORIENT STAKES

SET PLUMB IN THE CENTER OF
PLANTING PIT AND FACE FOR BEST
EFFECT.

EVERGREEN

GREEN WOVEN POLYPROPYLENE

— R = —~—_ STRAP; 900LB BREAK STRENGTH
PLANT TREE SO THAT ROOT FLARE (DEEPROOT ARBORTIE7 OR
IS 2” ABOVE FINAL GRADE. APPROVED EQUIVALENT)
PLASTIC T-POST CAP =~ ORIGINAL SLOPE SHOULD PASS

—~ THROUGH THE POINT WHERE THE
TRUNK BASE MEETS
REMOVE ALL TWINE, ROPE, BURLAP SUBSTRATE /SOIL.
AND WIRE FROM ENTIRE ROOT BALL &
AND TRUNK. ~ SHAVE ENTIRE OUTER AND BOTTOM
A 1” OF ROOT BALL SYSTEM OF
3" DEEP MULCH RING PLACED A MIN AW, CONTAINER BOUND ROOTS
OF 4 FT IN DIAMETER. DO NOT
PLACE MULCH IN CONTACT WITH
TREE TRUNK. < /ORIGINAL GRADE
N (’\ )::-/; Y
ROUND—TOPPED SOIL BERM 4" HIGH N, s AT T
X 8" WIDE ABOVE ROOT BALL | T =
SURFACE SHALL BE CENTERED ON 15 — /— EXISTING SOIL
THE DOWNHILL SIDE OF THE ROOT S — —
BALL FOR 240". BERM SHALL BEGIN ) U 5
AT ROOT BALL PERIPHERY. s R HL
iy " il ”_ﬁ“"..
BACKFILL THE HOLE 1/3 FULL L IO ~1] ﬂ: BACKFILL MIXTURE SHALL
TO STABILIZE THE LOWER PART ,;:V?‘_ e N =T  CONSIST OF 2 PARTS NATIVE
OF THE ROOT BALL TO PREVENTZ S UEAN == F SOIL AND 1 PART ORGANIC
FROM SHIFTING. FILL THE H T =t T SOIL AMENDMENT.
REMAINDER OF THE HOLE B?T”fﬂ””‘lll,._”?””:””:'” ! —”..”7 ISI]I=
ADDING THE SOIL A FEW INCHES PLACE ROOT BALL ON UNDISTURBED
AT A TIME AND SETTLE WITH WATER. | — SOIL TO PREVENT SETTLEMENT.
3 TIMES ROOT BALL DIAMETER

STAKING NOTES:

DECIDUOUS TREES SHALL BE STAKED USING TWO(2) SIX(6) FOOT STEEL T—POSTS DRIVEN PERPENDICULAR
TO THE TREE AT 180 DEGREES.
EVERGREEN TREES SHALL BE STAKED USING THREE(3) TWO(2) FOOT STAKES DRIVEN AT 120 DEGREES.
ALL STAKES SHALL BE DRIVEN OUTSIDE OF ROOTBALL AND IN UNDISTURBED SOIL.

The Town of

COLORADO

DRAWING NUMBER: P 20 B

DRAWN BY: D, BORRASTERO APPROVED BY: M MCGILL

orawne Tiie: TREE ON SLOPE DETAIL

pATE: 07 /2021




ON-CENTER SPACING AS SPECIFIED IN PLANT LIST
KEEP PLANTS EVENLY SPACED

PRUNE ALL DAMAGED OR DEAD WOOD
AFTER PLANTING AND MULCHING

PLANT ROOT CROWN 1" HIGHER THAN

6" FINISHED GRADE OF BACKFILL MIXTURE
S . 1(;' {7 J=— CONCRETE CURB, EDGING OR SIDEWALK
0n0 / =4 // s> FINISHED PLANT BED GRADE
// . FT T // GROUND COVER/PERENNIAL SOIL
~ R Y PREPARED AS SPECIFIED

NOTE:

APPLY SPECIFIED MULCH AT 3' DEPTH WITH LANDSCAPE
FABRIC TO BE INSTALLED AS SPECIFIED. DO NOT COVER
STEMS OR RUNNERS.

1. HOLD MULCH GRADE 1" BELOW EDGE OF WALK, EDGING OR CURB.

HOLD BACK PLANTS 12-18" FROM EDGES.

2. REMOVE ALL CONTAINERS & POTS PRIOR TO PLANTING.

CONCRETE CURB,
EDGING OR SIDEWALK

FILL PLANT PIT WITH SPECIFIED
BACKFILL MIX. SEE SPECIFICATIONS
FOR COMPOSITION

REMOVE CONTAINER. PLACE
ROOTBALL ON UNDISTURBED SOIL

NOTE:

GROUNDCOVER / PERENNIAL

2'-4' SETBACK
SEE NOTE 4

PRUNE ALL DAMAGED OR DEAD WOOD
AFTER PLANTING AND MULCHING

—

SET SHRUB AT 1" ABOVE GRADE FOR GROWN IN CONTAINER
OR GROWN IN NURSERY. SET TOP OF JUNIPER'S

ROOTBALL TO 2" ABOVE GRADE
Jems———— APPLY SPECIFIED MULCH AT 3" DEPTH

LANDSCAPE FABRIC TO BE INSTALLED AS SPECIFIED

BALL DIAMETER PLUS 12"

SHRUB

1. DO NOT PLANT ANY PLANT WITH ROOTBALL NOT IN CONFORMANCE WITH COLORADO NURSERY ACT REQUIREMENTS
2. HOLD MULCH GRADE 1" BELOW EDGE OF WALK, EDGING OR CURB
3. SHRUBS NOT PLANTED WITHIN A MULCHED BED REQUIRE A 4" HIGH EARTH SAUCER TO BE CONSTRUCTED CONTAINING A 1' RADIUS

AND 3" DEEP MULCH COLLAR.

4. USE A 2' TO 4' SETBACK DEPENDING ON SPECIES. SETBACK TO ACCOMODATE MATURE SPREAD OF SPECIES TO PREVENT OVERHANG.
5. REMOVE ALL CONTAINERS & POTS PRIOR TO PLANTING.

The Town of

COLORADO

orawine Tme: SHRUB & GROUNDCOVER/
PERENNIAL PLANTING DETAIL

DRAWING NUMBER: P 20 C

DRAWNBY: D, JENKINS APPROVEDBY:G, BEHLEN DPATE: 01/2006
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IRRIGATION MAINLINE

EXISTING MAIN

IRRIGATION SADDLE TEE

ISOLATION GATE VALVE ASSEMBLY— SEE DETAIL DRAWING
CL200 PVC MAINLINE PIPE

CONCRETE KICKBLOCK

TIE RODS (MEGA LUGS MAY BE USED IN PLACE OF RODDING)

ELEEE0

orawnc Trie: 3 AND LARGER IRRIGATION

The Town of
ERIE MAIN LINE CONNECTIONS
COLORADO DRAWING NUMBER: P24

pRAWN BY: D, JENKINS ApProveDBY:G, HEGNER BE%E: 01/2013




TYPICAL SECTION

CONCRETE BIKEWAY (6 INCH DEPTH)

Trail Control Line \\I

TRAIL VERTICAL CONTROL POINT ON

EXISTING GROUND UNLESS OTHERWISE

DESIGNATED ON PLAN PROFILE

NOTES:

1.

2.
3.

MAXIMUM CROSS SLOPE ACROSS TRAVEL SURFACE SHALL NOT EXCEED 2%
MAXIMUM RUNNING SLOPE ALONG THE TRAVEL SURFACE SHALL NOT EXCEED 5%
GRADES ADJACENT TO SPINE TRAIL SHOULDERS LOCATED THROUGH PRIVATE
TRACTS SHOULD NOT EXCEED &:1

6" SPINE TRAIL SHOULDERS ARE REQUIRED TO BE PROVIDED AT A GRADE NOT TO
EXCEED 6:1

FULL SPINE TRAIL DESIGN REQUIREMENTS CAN BE REVIEWED IN SECTION 1084.01
SPINE TRAIL OF THE TOWN OF ERIE STANDARDS AND SPECIFICATIONS

The Town of

COLORADO

orawine Tmie: SPINE TRAIL DESIGN

DRAWING NUMBER: P25

DRAWN BY: D, BORRASTERO APPROVED BY:M. MCGILL DATE: 08/2021







TYPICAL 8 CONCRETE TRAIL

MONOLITHIC
TRAIL
CONNECTION

TAPER MONOLITHIC J

CONCRETE 72" FROM
TRAIL CONNECTION

ENLARGED VIEW OF
TYPICAL (TAPERED)
FLARE FOR &
MONOLITHIC
CONCRETE TRAIL

NOTES:

/

NON—MONOLITHIC
TRAIL
CONNECTION

MATCH MATERIAL COMPOSITION
AND DEPTH TO ADJACENT
TRAIL SURFACE (TYP.)

NO TAPER ON

EITHER SIDE OF FLARE
FOR NON—MONOLITHIC
TRAIL CONNECTIONS

ENLARGED VIEW OF
TYPICAL FLARE
(NOT TAPERED) FOR &'
NON—MONOLITHIC
CONCRETE TRAIL

1. TRAIL CONNECTIONS THAT DO NOT MEET AT A 90 DEGREE ANGLE WILL BE FITTED IN THE FIELD
AND APPROVED BY THE PARKS MANAGER OR DESIGNEE.

2. TRAIL CONNECTIONS LESS THAN 8FT SHALL BE REQUIRED TO HAVE A 3FT FLARE PLACED AT EACH TRAIL

INTERSECTION.

3. TRAIL CONNECTIONS 8FT OR MORE SHALL BE REQUIRED TO HAVE A 5FT FLARE PLACED AT EACH TRAIL

INTERSECTION.

The Town of

ERIE

COLORADO

orawing Tree: 1 YPICAL TRAIL CONNECTION

WITH FLARED CORNERS

DRAWING NUMBER: P27

DRAWN BY: J, ASCUNCE APPROVEDBY:R, CRABB DATE: 10/2018













EXTERNAL ANTENNA

<——  RAIN SENSOR:
RAIN BIRD RSD—-CEx

T RE:am

GALVANIZED FEMALE ADAPTER
MPTXMPT
GALVANIZED TEE EL (1 of 2)
MPTXMPT
10’ MIN. < 1.5" GALVANIZED PIPE
LA~
—N\—
l«e—— + —| —»{12" SQUARE BASE
— - FINISHED GRADE
24x12 FOOTER
/ CONCRETE BASE
24"
e
.
WIRE TO IRRIGATION
CONTROLLER
The Town of prawina TirLe: RAIN SENSOR POLE MOUNT
ERIE WITH EXTERNAL ANTENNA
COLORADO DRAWING NUMBER: P 3
DRAWN BY: J, ASCUNCE ArPpPrRoOVEDBY:M. MCGILL DATE: 10/2020
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